
Please read the operating manual carefully before installation and retain it for future reference. Please install/use this product in accordance with the 

installation instructions; otherwise it will not be covered under the warranty. We will not bear any responsibility if the product is improperly 

installed/used. 

Safety Operating Manual
1. Please read all instructions, warning signs and labels on the light/light box in order to avoid possible death, electric shock, property loss or damage 

caused by fire or other hazards. 

2. Please follow regular prevention measures before installation, repair, and regular maintenance. 

3. Commercial installation, repair and maintenance of lights must be completed by a qualified electrician. 

4. Installation of lights in a residential area: If you are not familiar with the installation or maintenance of lights, please consult a qualified electrician. 

5. Keep the light away from flammable surfaces such as paper, clothing, etc.

6. We do not claim to include all details and changes in the device, or provide each possible contingency measure to achieve the correct installation, 

application and maintenance.

Warning: Risk of Electric Shock
1. Disconnect all power from the circuit breaker before installation, repair or maintenance.

2. Please ensure that the input voltage is within the proper range for the product. Connect the light to 100-277V 50/60Hz for electrical appliances.

3. Please ensure that all wiring and grounded connections comply with National Electrical Code (NEC), standards, and applicable local codes.

4. All wires must be connected with UL certified connectors.

Attention: Risk of Product Damage
1. Do not connect component under load. 

2. Do not mount or support the light in a manner where it will ruin the outer skin of the wire or damage the wire insulation. 

3. Avoid covering the light with insulation, froth or other material that can prevent convection and conduction cooling. 

4. Do not exceed the maximum ambient temperature of the light.

5. Electrostatic Discharge (ESD) can damage LED lights. A separate grounding device must be worn during installation or maintenance of the 

product. 

6. Do not touch individual electronic components as it may produce static electricity which can damage, shorten the life of, or alter the performance 

of the product. 

Warning: Risk of Injury
1. Wear gloves and protective glasses when removing, installing, troubleshooting, and performing maintenance of the light. 

2. Avoid directly looking into the light while it is on as it can cause irreparable eye damage. 

3. Keep all small parts and packaging materials out of the reach of children.

Warning: Risk of Burn  
1. Allow light to cool before touching it. Do not touch the light enclosure or light source. 

2. Do not exceed the maximum power indicated on the light label. 

Installation site
1. Select installation position — on a wall or lamppost. 

2. Keep all combustibles away from the light source and light/lens. 

Make sure that all parts are ready before installing the light and compare all parts with the packing list and hardware specifications. If there are any 

missing or damaged pieces, do not assemble the light. It will take approximately 30 minutes to install the light. 

Attention: Lights must be installed by an experienced person or a qualified electrician. Please ensure that all wiring and grounded connections 

comply with National Electrical Code (NEC), standards, and applicable local codes.

Installation Instructions of LED Barn Light 17A



Dusk to Dawn Functionality
Light will turn on when light intensity is less than 5 lux and turn off when between 35 to 400 lux.

Light Shield Functionality 
If there are obstacles in front of the LED lamps, the light reflecting back off any surrounding surfaces will be captured by the sensor CDS 

(photocell) and the fixture will cycle on and off or flicker. To correct this problem and create a stable lighting environment, install a Light Shield 

to the photocell. 

Light Shield Installation 
Unscrew the nut of photocell and place the shield on the head of photocell. Tighten the nut as show as pictures.

Tip: The shade can be bent to any angle and can rotate in direction for you installation needs. 

There is no need to install this light shield unless there is an external light reflecting and making light fixture cycle on and off.

Product Picture

Mount to Wall/Plank Installation Mount to Pole Installation
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Connect the power cord
L - Fire wire, N - Null wire

Connect the power cord
L - Fire wire, N - Null wire

Drill three holes into 
the wall or wood plank

Connect the brackets on 
the body of the light

Connect the three screws 
to the wall or board 

Attach the pole to the wall
Connect the light pole 
to the light body

Connect the bracket with 2 screws

2" Mounting Screws

Photocontrol

Light Shield

Housing Assembly

Wire Nuts

Cover Plate

1" Bolts
Conduit & Fittings (NOT Supplied)
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